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Telescopic range: 11,7m (38,4 ft)

Maximum reach : 15,2m (50ft)
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Technical specifications:
Max. nose load : 80 kg

Max. extension speed : 2.2 m/s
Arm weight with Yoke : 930 kg (2050 lbs)

Fully loaded arm weight with Yoke: 2300 kg (5070 lbs)
Base weight: 450 kg (1000 lbs)

One counterweight: 22 kg (48,5 lbs)
Crane weight incl. counterweight: 2750 kg (6060 lbs)

Height: 14,3m (46,9 ft)
Overall length: 17,8 m (58,4 ft)

Telescopic range: 11,7 m (38,4 ft)
Maximum reach: 15,2 m (50,0 ft)

Rails: 1,0 m (3,3 ft)
Min. door height: 2 m (6,5 ft)

Phone: +48 77 456 23 53, English and German only: +48 502 771 907
Web: moviebird.com. E-mail: info@moviebird.com

Moviebird 50 XL Technical Specifications*
Max. nose load: 80 kg 176 lbs

Max. extension speed: 2,9 m/s 

Arm weight with Yoke: 930 kg 2050 lbs

Base weight: 300 kg 660 lbs

One counterweight: 22 kg 48,5 lbs

Crane weight incl. counterweight: 2750 kg 6060 lbs

Height: 14,3m 46,9 ft

Overall length: 17,8 m 58,4 ft

Telescopic range: 11,7 m 38,4 ft

Maximum reach: 15,2 m 50,0 ft

Rails: 1,0 m 3,3 ft

Min. door height 2,0 m 6,5 ft

* Specifications may change at any time


